LOW INTENSITY
AIRPORT LIGHTING

BUILT TO FAA L-860 SPECIFICATIONS

2000
SERIES

DESIGNED FOR
ECONOMICAL
AIRPORT LIGHTING

Manairco low intensity 2000
series lights are manufactured
under the latest FAA L-860 spec.

Model_‘— Location _j Wattage Lens Color
120V 2100 | Runway | 15 | Clear
( ) | 2125 | IEunwaL‘ 25 | Cleal
I 2250 _Threshoid | 40 ‘ Red/Green
2275 _ Threshold | 40 | Green/Clear
2285 | Threshold 40 Green/Obscured
Ru nway Edge | 2400 | Taxiway | 25 | Blue |
H 2300 | Obstruction 25 Red _
TaX|Way Edge 2350 |Obstruction| 25 | Red/Clear |
Th reshold ng htlng 2500 Heliport 25 Amber |
MOUNTINGS

Heliport Lighting

307 rust resistant metal stake to be driven
into the ground, 16” powder coated mounting
pole with FAA approved frangible coupling.

LENS
Lens is made of durable tempered glass featuring
magnifying prisms. Yellow marker cone standard as
well as 30” lead-in wires with break-away connectors.

Airport Lighting Specialists Since 1955
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